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We present stress concentration factors at the edges of 3D voids in uniaxial compression. Variations in
these stress concentration factors due to Poisson's ratio of the host material, void shape, and void-void
proximity are explicitly quantiﬁed. Voids loaded by a vertical compressive stress are hypothesised to fail
in one or two ways: (1) tension crack development due to tensile stress concentrations at the void poles;
or (2) compressive stress concentrations at the void sides causing the void wall to fail in shear. The stress
concentration factors in this study are found using the numerical displacement discontinuity method.
Equations are provided to assess the proximity of a void to the two hypothesised modes of failure. For 3D
voids thinned in an axis that lies parallel to the compressive stress these have increasingly high stress
concentrations at their sides. Changes in stress concentrations due to the Poisson's ratio of the matrix are
minor, apart from for the intermediate stress at the void sides. Void shape, void separation, and void
alignment are critical factors in the concentration of stresses. This suggests a signiﬁcant departure from
strength predictions for porous material that are based solely on scalar values of porosity.
© 2017 Published by Elsevier Ltd.1. Introduction
Natural and manmade voids, cavities, pores, and cracks are
ubiquitous in rocks within the Earth's brittle upper crust. Vesicles in
volcanic and igneous rocks, pores and vugs in sedimentary rocks,
fractures, manmade tunnels, andwell bores are all examples of void
space at varying scales within rock masses. Increases in bulk rock
porosity e deﬁned as the scalar ratio of the void volume to total
volume e results in a decrease in the strength of rock (e.g. Dunn
et al., 1973). This relationship follows simple trends that can be
ﬁtted by an equation describing a line or curve (e.g. Dunn et al.,
1973; Kearsley and Wainwright, 2002). However, recent studies
of porous material strength that quantiﬁed aspects of void topology
within the rock, have shown that it is not simply porosity (sensu
stricto) that exerts a control on bulk rock strength (Meille et al.,
2012; Bubeck et al., 2017): both pore shape and pore orientation
have been shown to change the bulk strength of a rock (Bubeck
et al., 2017).deen AB24 3UE, UK.
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leicester.ac.uk (R. Walker).Stress concentrations in the material enclosing voids can lead to
fracture nucleation. When these fractures propagate and connect
voids together this leads to the formation of through-going frac-
tures and eventual bulk failure of the rock mass. Fig. 1a shows two
core samples of vesicular basaltic lava from Bubeck et al. (2017) and
the fractures that initiated in these cores during uniaxial
compression. The stress was applied in a direction that lies parallel
to the rulers in the two photos. To conform with coordinates used
later in this text we designate this direction as the z-axis. In Fig. 1a)
oblate voids (i.e. shortened in the radial length (a) that lies parallel
to z, length (az)) control the location and propagation of fractures as
the core deforms. Fractures meet at the void sides (blue or dark
circles) and void poles (red or light circles). These fractures also link
voids that are offset with respect to the vertical axis. In Fig. 1b) the
radial length az of voids is no longer the shortest axis, fractures tend
to link themost spherical shaped voids within the core (either from
the void side or poles). Fractures in this case align approximately
with the core long axis. This ﬁgure indicates that both the location
and shape of vesicles (voids) within the rock mass inﬂuence the
pattern of fracturing, and this will be explored in detail in this
study.
A number of mathematical formulations exist to evaluate the
Figure 1. Photographs of basaltic lava core plugs deformed by a vertical uniaxial compressive stress. a) Basaltic lava sample from Bubeck et al. (2017). b) Sample from Bubeck et al.
(2017) taken from the same block of material as a) but cored in the orthogonal direction. The sample shown in a) has a lower uniaxial compressive strength (22 MPa) than the
sample in b) (102 MPa) (Bubeck et al., 2017). Fractures meeting at void sides are marked with blue or dark circles and those that meet void poles are shownwith red or light circles.
Scales shown are in millimetres. (For interpretation of the references to colour in this ﬁgure legend, the reader is referred to the web version of this article.)
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matrix. Within the brittle upper crust deformation is often
modelled using the simpliﬁed assumption of linear elasticity
(Pollard and Fletcher, 2005). Typically these studies are static and
two dimensional (2D), but three dimensional (3D) formulations
also exist (Kirsch, 1898; Eshelby, 1957; Pollard, 1973; Sammis and
Ashby, 1986; Pollard and Segall, 1987; Jaeger et al., 2009; Healy,
2009; Meng et al., 2012). These models offer insight into the
behaviour of isolated voids under applied remote stresses. Ling
(1948) supplies the analytical solution for interactions of 2D voids
in certain positions; stress concentration curves for this solution
are supplied in Pilkey and Pilkey (2008). The solution of Eshelby
(1957) can also be used to model interacting voids at certain po-
sitions with respect to one another (Montheillet, 2003). Numerical
studies allow for simulation of failure around voids (e.g. Wang et al.,
2013; Huang et al., 2015). These techniques are powerful and can
model void interaction and fracture growth in both 2D and 3D
respectively. Despite the fundamental nature of the problem
however, a comprehensive and systematic analysis of the effects of
void shape, interaction, and material properties on stress concen-
trations in 3D is lacking.
There are a number of theoretical, numerical, and empirical
studies into the effects of very low aspect ratio cracks (i.e. Inglis,
1913; Sneddon, 1946). These have inﬁnite stress concentrations at
their tips. Our analysis focuses on “fat” voids where the aspect ratio
of the shortest/longest diameter of the void is above 0.1. For such
analysis, and speciﬁcally with respect to rocks and ceramics,
closure of void walls can be overlooked. This study applies a 3D
semi-analytical method e the displacement discontinuity method
(Crouch and Starﬁeld, 1983; Thomas, 1993) e to focus on voids
loaded by a uniaxial compressive stress. This method is ﬁrst
compared to the analytical solutions supplied in Jaeger et al. (2009)
to show that it accurately produces stress concentrations on the
walls of spherical voids. After this, stress concentrations due to
non-spherical void shapes and void-void interactions are explored.
It is important to note that an engineering stress convention is used
here: tension is a positive value; compression is negative. The re-
sults of this study can also be used to gain insight into voids that are
loaded by a uniaxial tensile stress by simply inverting the sign ofthe stress concentrations that are supplied.
2. Background
2.1. Theoretical background and terminology
A linear elastic material is one where stress is linearly related to
strain, as deﬁned by Hooke's law (e.g., Pollard and Fletcher, 2005).
An isotropic elastic material can be described by two elastic ma-
terial constants that describe how a material deforms under an
applied stress, such as Poisson's ratio (n) and the shear modulus (G).
Poisson's ratio is calculated as the axial strain in an axis perpen-
dicular to an applied force divided by the strain measured in the
axis parallel to the applied force. This describes the amount a ma-
terial will extrude in a direction perpendicular to the applied
compression. G, a constant that relates shear stress to shear strain,
has no effect on stress concentrations around voids where stress is
the boundary condition. This constant is therefore irrelevant to this
study.
Traction plays a central role in the mathematical description of a
void. A traction is a measure of how force is transferred across a
surfacewithin amaterial. It is measured at a point along a boundary
in the material and measures the force per unit area imparted due
to the material on one side of this boundary surface as its force is
transferred into thematerial on the other side (Pollard and Fletcher,
2005). Mathematical descriptions of stresses due to the presence of
a void state that the void edge is traction free, i.e. no normal traction
(tn) or shear traction (ts) can exist on the void boundary. This is
because there is no material within the void to impose the equal
and opposite forces to those imposed from the material of the
surrounding matrix lying along the void edge. Stresses can exist at
the void edge, but not shear or normal tractions.
The equations for analytical solutions that supply stresses
around isolated voids under uniaxial stress provide the following
insights:
 The greatest tensile and compressive stress concentrations due
to a void must always exist at its edge (Pollard and Fletcher,
2005).
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2009).
 The void edge acts as a free surface. tn & ts cannot exist at this
surface so one principal stress on the edge must be zero. A
normal stress that lies parallel to the void edge is the only stress
at this boundary, this is referred to as hoop or tangential
stresses.
Before introducing analytical formulas for stresses around cav-
ities, the stress tensor notation and coordinates used in this study
are outlined. Stresses syy and szz are normal components of stress
that align with the Cartesian axes (Pollard and Fletcher, 2005). In
this study these stress components deﬁne the far ﬁeld driving
stress that is used to compress the void in the y (2D) or z (3D) axis;
see Fig. 2. Tensors that deﬁne stresses in cylindrical coordinates are
used to evaluate stress on the boundary of 2D voids. Here q in 2D is
the angle measured away from the y-axis. sqq is the normal
component of the cylindrical stress tensor and lies in a direction
tangential to the radial direction, i.e. tracing the void boundary
(Jaeger et al., 2009). Spherical coordinates are used to evaluate
hoop stresses at the boundary of a 3D void. In spherical coordinates,
tensor component sFF is tangential to the radial direction and has
an additional constraint that it points down dip. sqq is perpendic-
ular to this and thus lies in the strike direction of the voids wall,
provided F is the angle measured away from the z-axis, see Fig. 2.
Principal stresses s1, s2 and s3 are used elsewhere in the study.
These deﬁne the principal axes of a stress ellipsoid, here the
maximum tensile stress is (s1) and maximum compressive stress
(s3) (Pollard and Fletcher, 2005). In 2D coordinates s1 and s2 are
used to describe the maximum and minimum stresses within the
xy-plane. ε1 and ε2 are the corresponding principal strains.
Stresses around a 2D void under plane strain conditions can beFigure 2. Parameters used in this study, a) 2D and b) 3D. The grey box surrounding the void
not represent a boundary.found using equations known as the Kirsch solution (Kirsch, 1898).
The equations are provided in Jaeger et al. (2009) and following the
convention stated earlier are as follows:
At L ¼ 1; sqq ¼ syyð1 2cos2qÞ (1)
At L  1; sqq ¼
1
2

syy
h
1þ
a
L
2 i
 1
2

syy
h
1þ 3
a
L
4 i
cos2q
(2)
Eq. (1) & (2) give the equations for the hoop stress in radial
coordinates around a circular void under far ﬁeld vertical
compressive stress (syy). xy is the plane of interest in these equa-
tions. Eq. (1) represents the hoop stress at the void edge and Eq. (2)
represents the stress at any point in the surrounding medium. The
stresses in the surrounding material are dependent on the distance
of an observation point to the void centre (L), the angle from the y-
axis (q) and the void radius (a). Note that Eq. (1) is independent of
void size, validating earlier statements. Eq. (2) shows that 2D radial
stress around a void is maximal when L ¼ 1, i.e. at the void wall.
Each part of the equation contains a division by L so with increased
distance from the void edge the hoop stress decreases. The size of
the void is (a) in Eq. (2), this value changes the rate at which stress
decays with increasing radial distance from the void. This follows a
linear relationship, so for a void that is twice the size the stress will
decay at half the rate, and so on.
Fig. 3 shows the material displacement and area change around
an isolated 2D void. Area change here being the addition of the two
inﬁnitesimal principal strains (ε1 þ ε2). This shows areas of net area
gain exist at the void poles (in red or paler areas) whereas the rest
of the medium is contracting (blue or darker shades). The region
with the greatest area loss is located at the void side (darkers represents the isotropic linear elastic host material that extends to inﬁnity and does
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approached. For visual effect the deformation shown in Fig. 3 is
vastly exaggerated compared to what would be expected for a
typical rock. If the matrix here had a Young's modulus of 500 GPa
and the driving stress was 0.1 GPa then the displacement shown
here is 80 times larger than that of such a rock.
The hoop stresses around the walls of a 3D spherical void under
remote compressive stress szz are also provided in Jaeger et al.
(2009). These two equations provide similar insights to Eq. (1).
sFF ¼

27 15n
2ð7 5nÞ 
15
ð7 5nÞcos
2 F

szz (3)
sqq ¼
3ð1 5nÞ
2ð7 5nÞ 
15n
ð7 5nÞcos
2 F

szz (4)
In these equations the angle measured away from the z-axis isF.
The vertical far ﬁeld driving stress is szz.
The derivations of Eq. (1)e(4) are detailed in Jaeger et al. (2009).
These equations show that the uniaxial compressive driving stress
D (syy in 2D and szz in 3D) induces tensile stress concentrations at
the void poles and compressive stress concentrations at the void
sides. The maximum tensile and compressive hoop stress concen-
tration factors due to driving stress D are shown in Fig. 4. As no
shear and normal stress can exist at the void wall the hoop stresses
(sFF & sqq) from Eq. (1)e(4) are also the nonzero principal stresses
in this ﬁgure. Unlike the 2D plane strain solution the 3D solution is
dependent on Poisson's ratio (n), a material property of the sur-
rounding matrix. When n is not 0.2 s1 or s2 at the void equator
marked * in Fig. 4b will take positive or negative values as sqq is no
longer 0.Figure 3. Map of displacement and area change (ε1 þ ε2) of material around a 2D circular
modelled within an inﬁnite medium; the sheet like appearance of the grid is shown for visu
composed of 300 elements (Crouch and Starﬁeld, 1983). The white circle and its black dotted
the side of a circular void is 1. The grid in the ﬁgure was originally uniform squares of len
ﬁgure gives an impression of both strain and stress magnitude and direction within the elaThe stress concentrations shown diagrammatically in Fig. 4 and
detailed in Eq. (1)e(4) can be used to propose some testable pre-
dictions that give some insight into the mechanics underlying void
failure:
 Cracks will initiate at void walls where stress concentrations are
maximal.
 Tensile cracking will initiate at the poles of compressed voids.
 Shear failure will occur at the side of compressed voids.
These predictions are conﬁrmed by the analogue experiment of
Lajtai (1971), and a photo from this study is shown in Fig. 5. This
ﬁgure shows tensile cracking at the void poles (1) and then shear
failure occurring at its sides (fractures labelled 2a and 2b). Addi-
tional fractures labelled (3) form under even higher compressive
stresses.
Assuming a typical composite Mohr-Coulomb failure envelope,
as shown in Fig. 6, we can cast two equations that predict the
uniaxial compressive driving stress (D) required for failure around a
void due to the tensile and compressive hoop stress concentrations
at its wall. For tensile stress concentrations this is expressed as:
D ¼  Tujsconcj (5)
And for compressive stress at the void sides:
D ¼  2C cos 4jsconcjð1 sin 4Þ (6)
In Eq. (5) & (6) the cohesive strength (C), tensile strength (Tu),
and the angle of internal friction (4) are properties describing howvoid under uniaxial vertical compression, plane strain conditions. The void has been
al effect. This was modelled using the numerical method TWODD with a void boundary
outline shows the voids original size and shape. Values are scaled so the area change at
gth 0.05  0.05 in xy before deformation. The relative warping of the material in this
stic material surrounding the void.
Figure 4. Schematic diagrams of hoop stress concentrations around the edges of voids in an inﬁnite elastic medium due to uniaxial compressive stress D. a) 2D solution from Eq. (1).
b) 3D solution from Eq. (3), with a Poisson's ratio (n) of 0.2. For spherical voids the stress concentration at the void side is the same around the entire equator of the void. Note that
the terms ‘side’ and ‘pole’ used in this text are locations that are relative to the direction of the uniaxial compressive stress D.
Figure 5. Material failure around a cylindrical void under compression in plaster,
fractures labelled in order of initiation. Image is Fig. 14D of Lajtai (1971). The scale
shown is 1 inch (2.54 cm).
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sented as an absolute value as signiﬁed by the enclosing vertical
bars. If both the material failure criteria are known for a rock type
along with the stress concentrations at the void edge then the
driving stresses found using Eq. (5) or Eq. (6) can be used to assess
the potential sequence of void failure as the driving stress (D)
increases.A caveat here is that Mohr-Coulomb failure makes a number of
assumptions (see e.g., Healy et al., 2015). Failure criterion such as
the Mogi-Coulomb criteria may therefore be more suitable for
evaluating the proximity to shear failure than Eq. (6): this criterion
also requires the intermediate principal stress concentration at the
void wall (Al-Ajmi and Zimmerman, 2005). For 2D plane strain
conditions the intermediate stress is calculated at any point in the
material using, n(s1 þ s2) (Pollard and Fletcher, 2005). For 3D
spherical voids the intermediate stress at the void side is only
0 when n is 0.2, as described in more detail later. Our study eval-
uates stress concentrations on voids at the locations shown in Fig. 4.
It is important to note that the octahedral shear stress concentra-
tion used in the Mogi-Coulomb criteria is also maximal at the
location we have analysed at the void side.
2.2. Experimental data
Rock deformation experiments can be used to test the pre-
dictions provided by the mathematical analysis. Fig. 5 shows the
distribution and order of crack initiation surrounding a cylindrical
void in plaster which was subjected to vertical uniaxial compres-
sion (Lajtai, 1971). The cracks show the same pattern predicted by
the mathematical solution of Kirsch (1898) combined with the
failure criterion from Eq. (5) & (6). The maximum hoop stresses
from Eq. (1) substituted in Eq. (5) & (6) with material properties
Tu ¼ 1.586 MPa and 4 ¼ 10e15 indicate that the void shown in
Fig. 5 should undergo tensile cracking at its poles before shear
failure at its sides (Lajtai, 1971).
Previous studies have shown that there are observable trends
between the bulk porosity of a material and its uniaxial compres-
sive strength (UCS) (e.g. Dunn et al., 1973; Al-Harthi et al., 1999;
Kearsley andWainwright, 2002; Sabatakakis et al., 2008; Lian et al.,
2011; Meille et al., 2012). These studies show non-linear decreases
Figure 6. Mohr failure envelope used for Eq. (5) & (6). ss & sn are the shear and normal stress axes respectively. D is the uniaxial driving stress, C is the materials cohesive strength,
Tu its tensile strength and 4 its angle of internal friction. s3 and sm are the most compressive and mean stress. Adapted from Fig. 2 of Bourne and Willemse (2001).
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size, porosity and UCS shows porosity, rather than average pore
size, is the dominant parameter affecting UCS (Meille et al., 2012).
This is consistent with the insight gained from Eq. (1)e(4). These
equations show that the size of a void does not affect the maximum
stress concentrations at its edge. Larger voids distribute stress
further through the matrix, and therefore may allow fractures to
propagate further, but still fail at the same conﬁning stress as
smaller voids. The comprehensive failure data of Bubeck et al.
(2017) show decreases in bulk rock strength when the smallest
diameter of non-spherical voids within a sample is parallel to the
remote compressive stress. Notably, Eq. (1)e(4) describe stresses
only for perfect cylindrical (2D) or spherical (3D) pores, and do not
provide any insight into void shape effects. The effects due to 3D
void shape will be explored later in this paper.
3. Methods
Our study uses the displacement discontinuity boundary
element method (BEM) which can be used to model both 2D plane
strain and 3D problems (Crouch and Starﬁeld, 1983; Thomas, 1993).
Our method has been implemented in MATLAB. A single triangular
element in the 3D solution describes the effects in the surrounding
medium of a constant mirrored movement of the upper and lower
faces of the planar triangle within a 3D elastic material (Nikkhoo
and Walter, 2015). As voids are manifold (closed contour) sur-
faces, the basic BEMmethod used is unstable (Crouch and Starﬁeld,
1983).We have chosen to introduce points inside the void that have
no displacement. This is described for the 2D BEM “TWODD” in
Crouch and Starﬁeld (1983) and is easily adapted for 3D problems.
Once the unknown displacements at each discontinuity on the
mesh surface have been found, the sum of stresses at the element
mid-points induced by the movement of each face are calculated.
These values represent stress changes and require the addition of
the driving stress. They are then converted to hoop stresses usingeach elements normal, strike, and dip directions (Pollard and
Fletcher, 2005). As we have found the stresses at the elements
mid-points, which are inﬂuenced by movement of both sides of
each triangle, the resultant hoop stress is multiplied by two. This
results in an approximation of the hoop stresses at the outer edge of
the voids.
To demonstrate the validity of such a numerical technique, we
benchmarked this method to show that our solution accurately
produces stresses at a void edge. Fig. 7 shows the analytical (Eq. (3)
& (4)) maximum and minimum stresses around a spherical void
with different matrix values of Poisson's ratio (n). The numerical
approximation for different values of Poisson's ratio is shown as
black dots. This uses a void discretisation of 5120 approximately
equilateral triangular faces (see supplementary material). The
maximum error for the points shown in Fig. 7 have been calculated.
This is greatest for the tensile stress at the void poles when n is 0.5,
here the error is 2% of the driving stress. This shows both the
method and the sampling used provides results of acceptable ac-
curacy. This sampling is used in all numerical plots later in this text.4. Results
4.1. Effect of varying the matrix Poisson's ratio
For 3D problems, the Poisson's ratio of the matrix affects the
stress concentrations around the sides of spherical voids Eq. (3) &
(4). Maximum tensile and compressive stress concentrations for
the void poles and sides are plotted in Fig. 7 as a function of Pois-
son's ratio. Higher values of n cause greater stress concentrations at
both the void poles and for the compressive stress at the void sides.
The tensile stress concentration can be a factor of 5 times higher
due to n. When n is below 0.2, the stress sqq at the void side is
tensile. For values of n below 0.2 Eq. (6) is invalid as it assumes there
is no tensile stress concentration at this point on the void wall.
Figure 7. Graph showing the relation between Poisson's ratio (n) and the hoop stress concentrations on the walls of a spherical void. Lines in this ﬁgure are plotted using the
analytical solution, Eq. (3) & (4). Dots show the results of the numerical solution detailed in section 3.
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It is well established in linear elastic fracture mechanics that
cracks loaded by a tensile stress have inﬁnite stress concentrations
at their tips. Inglis (1913) showed this effect by approximating a
crack as an elliptical 2D void which was ﬂattened in one axis. The
following equations describe the stress concentrations at the ‘tip’ of
this void as it is thinned.
r ¼ ay2
ax
(7)
sconc ¼ syy

1þ 2
ﬃﬃﬃﬃﬃ
ax
r
r 
(8)
where ax and ay are semi-axis or radial lengths of the elliptical void
in the x and y directions, respectively: r is therefore the radius of
curvature of the void wall at the location where the normal to the
void wall lies along the x-axis; and syy is the driving stress at in-
ﬁnity. As the void thins vertically (decreasing ay) the radius of the
osculating circle at this point decreases (Eq. (7)). This in turn in-
creases the stress concentration exponentially with a linear
decrease in the vertical height of the void, (Eq. (8)). Assuming
elastic behaviour, ﬂat 2D line cracks therefore have inﬁnite stress
concentrations as the radius of curvature at the crack tip tends
towards 0. Displacement and area change are shown for two 2D
elliptical voids in Fig. 8. It can be seen that the oblate void of Fig. 8a
has greater decreases in material area at its sides than both Figs. 3
and 8b, leading to higher stress concentrations.
A similar trend is observed in three-dimensions (Fig. 9). Fig. 9
shows prolate and oblate shaped voids where the radial length in
the z-axis is changed (az). This length lies parallel to the vertical
compressive stress (szz). This ﬁgure shows voids have increasinglyhigh compressive stress concentrations at their sides as az is
shortened and the voids ﬂatten in the z-axis.
The void side compressive stress concentration in Fig. 9 in-
creases exponentially as the radial length az is decreased linearly,
whereas the tensile concentration at the void poles is approxi-
mately constant. Poisson's ratio n has a minor effect on the
maximum tensile and compressive concentrations when compared
with the effects due to void shape. Only for the intermediate stress
at the void side does the value of n signiﬁcantly change the stress
concentrations, and this is increasingly apparent for ﬂatter, more
oblate voids. For prolate and oblate shaped voids, ﬂattened or
stretched along the x-axis (radius ax), i.e. perpendicular to the
driving stress, different trends are observed (Fig. 10).
Unlike the stress concentrations shown in Fig. 9, the maximal
stress concentrations for voids lengthened or ﬂattened in the x-axis
decrease with decreasing void aperture. This is true for both oblate
and prolate voids. For increasingly long prolate voids lying along
the x-axis, the compressive and tensile stress concentrations trend
towards the concentrations observed for 2D cylindrical voids, (Eq.
(1) & Fig. 4). As for the trends shown in Fig. 9, Poisson's ratio has a
minor effect compared to changes due to the void aperture. Addi-
tional data for the compressional stress at the point where the void
equator has the greatest curvature are supplied in the supple-
mentary material.4.3. Effect of void interaction
We now explore the stress concentrations due to interaction of
closed 3D voids. This problem has been touched upon in previous
studies in 2D. Stress concentrations at the sides of two voids
aligned parallel and perpendicular to the driving stress are
described in Ling (1948). This showed that for interactions orien-
tated perpendicular to the driving stress, the greatest compressive
Figure 8. Map of displacement and area change (ε1 þ ε2) around 2D voids with different axial ratios. This diagram uses the same numerical method, parameters and colour scale as
those described for Fig. 3. The size of squares on the grid before deformation was 0.05  0.05 in xy.
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distance decreases; the stress concentration increases as voids get
closer together. Somewhat counter intuitively, two voids aligned
with the principal stress dampen the stress concentrations at the
void side, leading to stress concentrations that are less than those
for a single void. A visualisation of interacting voids aligned
perpendicular to the driving stress is shown in Fig. 11. This shows
increased warping and 2D area change at the void side as the void
separation decreases. Comparing Fig. 11a and b there is greater
vertical contraction of material between the two voids when these
are closer together.
We now explore the effect of void interaction in 3D, looking at
both the void side and void polar stresses due to void arrangements
that are parallel, inclined (45) and perpendicular to the drivingstress. Different proximities and orientations with respect to the
compressive driving stress are plotted, along with the void shape.
Note that Figs. 12 and 13 are scaled differently in the y-axis. Point I
in these ﬁgures represents the tensile and compressive stress
concentration at the side of an isolated spherical void.
Firstly, we will review the interaction of spherical voids under
compressive stress szz and the effects of void proximity on tensile
and compressive stress concentrations, as shown in Figs 12 and 13.
 Vertical interaction reduces both tensile and compressive stress
concentrations.
 Diagonal and horizontal interaction increases the void polar
stresses and stress concentrations at the void side.
Figure 9. Graph showing 3D ellipsoidal void wall hoop stress concentration vs axial ratio. Axial ratio is calculated as: az/ax and the concentrations shown are due to vertical
compressive stress szz. Voids shown along base of this graph sit at their respective axial ratios. Plots created using the numerical BEM solution.
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tration at the void poles.
 Horizontal interaction at close proximities has a pronounced
effect compared to other interactions. This greatly increases the
compressive stress concentration at the void side when the void
walls are separated by a distance smaller than the voids radial
length (a).
When different void aspect ratios are introduced, the stress
concentrations due to interaction show different trends. A 50%
reduction in one axis of the void can reduce or increase the stress
concentration by an amount that is far greater than that due to
interaction, unless void-void distances are very small. Decreasing
the void axis az increases the background stress concentration due
to axial ratio effects explored earlier (Fig. 9); this reduction also
increases the relative gradients of the stress concentrations as the
voids are brought into closer proximity. This trend is not observed
when axis ax is reduced in size. Interaction distances of six times
the longest void radius have stress concentrations similar to that of
an isolated void, as shown in Figs. 12 and 13. The numerical analysis
used in the research is unstable when voids are touching, and
therefore the data shown in Figs. 12 and 13 stop when void walls
are separated by a distance L/a of less than 0.2. All ﬁve modelled
void shapes show that horizontal interaction may follow the trend
observed in 2D where the compressive stress reaches inﬁnite levels
for cases where the voids are nearly touching. The intermediate
stresses are not shown in Figs. 12 and 13, but these are included in
the supplementary material.5. Discussion
5.1. Failure
Poisson's ratio appears to have a moderately small effect on the
greatest compressive and tensile stress concentrations, whereas
the intermediate stress at the void side is strongly inﬂuenced by
this property, (Figs. 9 and 10). Shear failure criteria that are
dependent on the magnitude of the intermediate stress will
therefore be sensitive to Poisson's ratio (Al-Ajmi and Zimmerman,
2005). Assuming a Mohr-Coulomb failure criterion that is not
sensitive to intermediate stress concentrations, we can substitute
values from Fig. 9 into Eq. (5)& (6). For typical rock properties these
equations show ﬂatter voids failing in shear at their sides before
tensile cracking occurs at the void poles, as observed in the natural
samples shown Fig. 1. As for interaction relative to the compressive
driving stress szz we can state that voids in horizontal and offset
arrangements will be closer to bothmodes of failure, whereas those
aligned vertically will be more stable.
It is worth discussing where the predictions of this study ﬁt with
the general trend from experimental measurements that uniaxial
compressive strength decreases with increases in bulk porosity.
Higher porosity materials must have voids in closer packed ar-
rangements. Either due to constant void size where higher porosity
means voids will be packed closer together or due to increases in
void size leading to decreased pore-pore distances. This will
broadly lead to higher stress concentrations and therefore failure of
the material at a lower conﬁning stress. None of the experimental
Figure 10. Graph showing 3D ellipsoidal void hoop stress concentration vs axial ratio. Axial ratio is calculated as: az/ax and the concentrations shown are due to vertical compressive
stress szz. Voids shown along base of graph sit at their respective axial ratios. The void side stresses plotted in this case are at the location of the dot on the voids shown along the
base of the diagram. Plots created using the numerical BEM solution.
T. Davis et al. / Journal of Structural Geology 102 (2017) 193e207202studies referenced in section 2.2 quantify void topology, i.e. the
void-void distances and arrangement with respect to the axis of the
driving stress. These studies have only quantiﬁed the average
porosity, and to a limited extent, pore shape. The results from our
analysis suggest there will be a correlation between void topology
and the UCS for a given rock sample. A parameter that attempts to
describe void topology, size and shape within a rock mass, which is
scaled by the trends supplied in this study may correlate better
with UCS results than more simplistic parameters such as bulk
porosity (Bubeck et al., 2017). Our study has only looked at the
effects due to interactions of voids of the same size and shape and
additional analysis would beneﬁt from assessing the effects due to a
variation of these parameters. The effects of multiple pores are
looked at in more detail in the following sections.
5.2. Multi-void interaction
Stress concentrations for 2D voids arranged on a grid are given
in Pilkey and Pilkey (2008). This solution is that of plane stress, and
shows higher void side stress concentrations for gridded void ar-
rangements that are not aligned with the principal stress, i.e.
diamond-shaped patterns if the principal stress is vertical. Pilkey
and Pilkey (2008) discuss the stress concentration reductions due
to rows of spherical voids aligned with the applied stress. They
show that decreases in stress at the void poles due to interaction is
approximately 2.5 times the value observed for two interacting
spherical cavities. A quantitative analysis of the effects due to
gridded arrangements of pores in 3D remains to be explored.5.3. Triaxial stress states
Interaction and coalescence or voids cracks and fractures in 3D
under triaxial stress states is likely to be the general situation
within the earth's crust (Healy et al., 2006a, 2006b, 2015). Eq. (3)
and eq. (4) can be superposed to approximate the stresses around
a void under a triaxial compressive stress state (Jaeger et al., 2009).
This can be done for the greatest stress concentrations at the void
edge, at the locations shown in Fig. 4. The method of superposition
is shown in Fig. 14: the void need not be spherical like shown in this
diagram, stress concentrations from Figs. 7, Figs. 9 and 10 as well as
additional data in the supplementary material supply the stress at
the point shown due to different parameters.
Superposing the values from Fig. 4 for a 3D void in a matrix
where n ¼ 0.2 gives the stress concentrations at the walls of a void
due to uniform triaxial compression as: sFF ¼ 1.5 and sqq ¼ 1.5.
This is a smaller compressive stress concentration on the void wall
than that due to a uniaxial compressive stress and no tensile stress
exists at any point on the void wall.
5.4. Coalescence
Our study has focussed on the elastic deformation prior to
brittle fracturing. The directions in which fractures propagate de-
pends primarily on the stress ﬁeld of the matrix through which
they are propagating (Pollard and Fletcher, 2005). The least
compressive stress in the matrix between the two voids tends to lie
in orientations approximately perpendicular to the walls of the
Figure 11. Map of displacement and area change due to 2D circular void interaction. If a is the radius and L the distance between the void mid-points then for a) a/L ¼ 3 & b) a/
L ¼ 2.5. Deformation of a spherical void is shown in Fig. 3 which uses the numerical method, parameters and colour scale. The size of squares on the grid before deformation was
0.1  0.1 in xy.
T. Davis et al. / Journal of Structural Geology 102 (2017) 193e207 203voids, apart from at the void poles. At the void poles there is a small
zone of area gain (Fig. 3); only in this zone do the least compressive
stresses approximately lie parallel with the void wall. If fractures
propagate along the direction of the most compressive stress, then
tensile fractures initiating from void poles are unlikely to link two
voids together unless they are in arrangements that are close to
vertical alignment. This is supported by ﬁndings from 2D numerical
models of voids under plane strain conditions, which show that
tensile fractures will only propagate from the void poles and con-
nect with neighbouring voids when they are aligned vertically and
parallel to the axis of applied stress (Wang et al., 2013).
Shear cracks initiating from void sides do not directly align with
the direction of the most compressive stress (observed fractures in
Fig. 5). Instead these growat orientations angledwith respect to the
most compressive stress, where this angle is presumably related to
the angle of internal friction of the material (Pollard and Fletcher,
2005). For an isolated void when the shear crack reaches a
certain distance from the void edge this will either arrest or turn topropagate parallel with the driving stress direction. A crack will
continue to propagate provided there is enough energy to keep
cracking the rock and extending the fractures tip (Martel, 2017).
The alignment of the fracture with the driving stress direction can
be gradual, producing curved fractures or more abrupt ‘wing crack’
fractures like those labelled (3) in Fig. 5 (Martel, 1997).
Lajtai and Lajtai (1975) model arrays of voids under compres-
sion, they show some examples of shear fractures and how these
connect arrays of cylindrical voids in plaster. Voids arranged in
patterns close to parallel with the driving stress create shear frac-
tures that change mode into tensile fractures at certain distances
from the void. These tensile fractures eventually link the two voids.
When voids are in arrangements that are at greater angles from the
driving stress these appear to link purely through intersection of
shear cracks emanating from the walls of both voids. Fig. 15 of
Huang et al. (2015) clearly shows that shear cracks initiating from
the void sides in 3D control the arrangement of the ﬁnal fracture
network.
Figure 12. Graphs showing 3D ellipsoidal void tensile hoop stress vs the void separation. Void polar tensile hoop stress concentration vs a) Voids changed in radial length az and b)
Voids changed in radial length ax. Axial ratios used are ratios of 1:2. The legend in the upper right summarises the line styles used, solid, dashed and dotted are alignments in the
vertical, diagonal, and horizontal directions respectively. The longest semi-axis (radius) of the two voids is a and the length separating the mid points is L, which lies within the xz
plane. Plots created using the numerical BEM solution, n was set to 0.25. Minimum separation distance of the void walls is 0.2 L/a.
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3D voids under vertical uniaxial compression have tensile stress
concentrations at their poles and compressive concentrations attheir sides. Flatter voids have much greater compressive stress
concentrations at their sides than voids that are close to spherical.
As the void edge represents a free surface, failure can easily occur
with shear cracks forming at the void sides. Depending on shape,
Figure 13. 3D ellipsoidal void compressional hoop stress vs the void separation. Void side compressional hoop stress concentration vs a) Voids changed in radial length az and b)
Voids changed in radial length ax. Axial ratios used are ratios of 1:2. The legend in the lower right summarises the line styles used, solid, dashed and dotted are alignments in the
vertical, diagonal, and horizontal directions respectively. The longest semi-axis of the two voids is a and the length separating the mid points is L. L lies within the xz plane. Plots
created using the numerical BEM solution, n was set to 0.25. Minimum separation distance of the void walls is 0.2 L/a.
T. Davis et al. / Journal of Structural Geology 102 (2017) 193e207 205the void may be prone to shear failure at its sides prior to tensile
failure at its poles. When voids interact, higher tensile and
compressive stress concentrations are observed for void conﬁgu-
rations that are aligned perpendicular or inclined to the appliedcompressive stress direction. Poisson's ratio has a negligible effect
on the maximum and minimum stress concentrations especially
when compared to the axial ratio of the void, however it does
greatly affect the intermediate stress at the voids side.
Figure 14. Summary diagram that shows how to superpose the greatest stress concentrations at the edge of a void. This can be used to approximate stress concentrations due to 3D
triaxial stress states (Jaeger et al., 2009). The diagram shows the components that are summed to estimate triaxial stress concentrations at the marked point on the void wall, this
summation supplies the concentration directed along the x-axis. The driving stresses and need not be equal in each direction. The stresses concentrations due to the remote driving
stresses sxx, syy and szz at the point shown in a) b) and c) are simply summed.
T. Davis et al. / Journal of Structural Geology 102 (2017) 193e207206In summary, we have quantiﬁed how certain parameters control
porous rock strength. Under a compressive stress aweaker rockwill
have in approximate order of signiﬁcance:
 Flatter voids, shortened in the axis parallel with the driving
stress (most signiﬁcant).
 Closely packed voids in arrangements offset with respect to the
driving stress.
 A matrix with a higher Poisson's ratio (least signiﬁcant).
This study has provided a quantitative evaluation of the pre-
cursors to failure within a 3D elastic porous medium. The results
indicate that a parameter describing the topology of void space
within a rock mass may provide a more robust ﬁrst order estimate
of rock strength.
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